NOTES

1. DOUBLE CHECK DETECTOR ASSEMBLY
WITH BYPASS METER SHALL BE UL-LISTED
OR FM APPROVED FOR FIRE PROTECTION
USE AND SHALL BE AS APPROVED BY
U.S.C. FOUNDATION FOR CROSS-

COMPACT-STYLE DETECTOR
BACKFLOW ASSEMBLY
(CONTROL VALVES TO BE

INDICATOR POST

SUPERVISORY
SWITCH

4|v X 2y2u X 21/2u
SIAMESE F.D.C. INLET

CONNECTION CONTROL AND HYDRAULIC MONITORED FOR TAMPERING) ] )
RESEARCH. THIS ASSEMBLY IS TO BE L FDC SIGN
USED FOR POLLUTION HAZARDS ONLY AS INSULATION BLANKET OR
RECOMMENDED IN THE AWWA-M14 OTHER APPROVED MEANS 36" 42"
MANUAL. OF FREEZE PROTECTION 24" - 36"
< 4" STEEL PIPE
2. ALL PIPING, VALVES, FITTINGS AND MIN. PER MER.
APPURTENANCES DOWNSTREAM OF THE ) 1 |
SERVICE LINE SIDE CONTROL VALVE il 4" CHECK VALVE
SHALL BE APPROVED FOR FIRE w/ BALL DRIP
PROTECTION USE AND INSTALLED PER DUCTILE
NEPA #24. " —| Feonn GRAVEL FILL
36"MIN.  |RON PIPE —= |
SURY FOR DRAINAGE
3. THE ENTIRE ASSEMBLY SHALL BE ‘
SECURED WITH CHAIN AND LOCK.
VALVE ™\ PIPE TO SYSTEM
4. FDC AND PIV SHALL BE PAINTED RED. 1
5. FDC SHALL BE LABELED WITH PROPER
SIGN TO INDICATE ADDRESS SERVED. PIPE FROM VALVE SETTER ASSEMBLY
SOURCE OR THRUST BLOCKS
APPROVED BY:

COMPACT-STYLE BACKFLOW ASSEMBLY

B. PACHMAN - FIRE MARSHAL
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